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■ Specifications
Basic Parameters
Microphone Channel 64□MEMS Digital Microphone
Acoustic Image Field of View
(FOV) 66°*52°

Sound Pressure Sensitivity
0.01 L/min @ 0.1 MPa, 1 m, φ30 μm orifice
0.025 L/min @ 0.3 MPa, 6 m, φ30 μm orifice
0.045 L/min @ 0.3 MPa, 7 m, φ40 μm orifice

Measurement Sound Pressure
Range

10kHz:10~120dB SPL
15kHz:2~120dB SPL
20kHz:2~120dB SPL
25kHz:-4~120dB SPL
30kHz:-1~120dB SPL
35kHz:8~120dB SPL
40kHz:5~120dB SPL
45kHz:5~120dB SPL
50kHz:6~120dB SPL
55kHz:4~120dB SPL
60kHz:6~120dB SPL
65kHz:7~120dB SPL
70kHz:14~120dB SPL
75kHz:18~120dB SPL

Sound Sampling Rate 200kHz
Acoustic Refresh Rate 25Hz
Operating Distance 0.3~100m
Measurement and Analysis
Positioning Frequency Range 2~100kHz

Frequency Range Selection
Support pre-configuration of frequency ranges for different
scenarios, then select the appropriate frequency range on the
scene.
Support manual adjustment of frequency range.

Measurement Spot 2
Measurement Area 2
Detection Mode Leakage mode: Displays the leakage level on the device

Acoustic Image Focus Masks surrounding areas, focuses only on the acoustic image of
the focused area

On-device Analysis The device can directly analyze the acoustic image

Analysis Software AnalyzIR Professional Thermal and Acoustic Imaging Analysis
Software

Image Display

Display Screen 3.5 inches, 640*480 pixels, IPS LCD Touch Display with Gorilla
Glass Explosion-proof Cover

Image Modes Single-source mode, multi-source mode, hologram mode

Single Overlay acoustic image of the strongest sound pressure area on
the digital camera image.

Multi Overlay multiple strong sound pressure areas on the digital
camera image.

Hologram Adjust the sound pressure threshold, and overlay the sound image
of the area above the threshold on the visible light image.
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Color Palettes
Supports 3 color palettes:
Red-Blue, Iron, Grey
Supports adjusting transparency

Gray Scale Background Display digital camera images in grayscale.

Image Overlay Information
Display leak level and assessment results, measurement
parameters (sound source type, target distance) information, and
date and time information

Sound Pressure Tracking Automatic tracking of maximum sound pressure with special
markings.

Digital Zoom 1~3x continuous zoom
Capture Function
Digital Camera 13 Megapixels, Industrial-Grade Digital Camera
Storage Card SD card, hot-swappable, maximum support 1TB

Single Frame Capture In single-source, multi-source, and hologram acoustic modes, save
as an analyzable acoustic image

Image Format jpg (acoustic images)

Freeze Interface
In single source mode, multi-source mode, and holographic
modes, single-frame capture supports enabling a freeze frame for
preview.

Voice Annotation Record up to 120 seconds of voice and save it to the acoustic
image

Text Annotation Enter text using the soft keyboard and save it to the acoustic
image

Favorites
Tap the favorite button to save the favorite status to the acoustic
image, which will then be highlighted in the gallery preview; later,
images can be filtered by favorite status in the gallery

On-device Gallery
Supports icon view of images in the gallery
Supports image preview in the gallery
Supports acoustic image analysis in the gallery
Supports filtering and deleting images in the gallery

Data Connectivity
USB Interface USB Type-C, compliant with USB 3.0/2.0 standard

HDMI Interface Micro HDMI type, compliant with HDMI 1.4 specifications, supports
transmission of 1080P images/videos at 60Hz

Remote Display Connect to display screen or projector via HDMI interface
Remote Control
Accessibility Features
Software and Firmware Upgrade Support local upgrade via SD card
LED Support LED illumination and flash mode.
Unique Features
Power System
Battery Type 3.6V, 5000mAh Rechargeable Lithium Battery, Field-Replaceable

Battery Operating Time Continuous Operating Time ≥ 4 Hours
(Actual runtime depends on environment and usage conditions)

Charging Method Supports charging via dock charger and direct charging via USB
Type-C interface

Charging Time Charge up to 90% in 2.5 hours
Energy Management Automatic shutdown, manual screen off.
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■ Lenses
 
■ Available Models
Fotric TD2
 
■ Accessories

External Power Supply Supports power supply to the device via USB Type-C interface
Reliability and Certification
Safety Standards GB 4793.1/EN 61010-1
Electromagnetic Compatibility GB/T 18268.1/EN IEC 61326-1
Protection Rating IP54(GB/T 4208/IEC 60529)
Drop Resistance Designed to withstand drops from 2m height
Shock Resistance 25g(GB/T 2423.5/IEC 60068-2-27)
Vibration Resistance 2g(GB/T 2423.10/IEC 60068-2-6)
RoHS Directive Compliant
Physical Parameters
Operating Temperature -20~50°C
Storage Temperature -40~70°C,without battery
Relative Humidity <95%RH
Dimensions 243mm*95mm*150mm
Weight 770g
Battery Weight 150g

Enclosure Material Hard plastic: PC+ABS, soft plastic: TPE, magnesium alloy,
aluminum alloy.

Mounting Method Support UNC 1/4-20 interface connection to tripod.
Warranty and Maintenance
Warranty Period 1-year warranty for the whole unit
Recommended Calibration
Interval 1 Year

Supported Languages

Supported Languages English, Traditional Chinese, Spanish, Korean, German,
Portuguese, Italian, French, Thai, Japanese

Standard Accessories

Standard Configuration
Acoutherm Imaging Camera main unit*1, Rechargeable lithium
battery*1, Power adapter*1, USB Type-C to USB cable*1, 32GB
TF card*1, Lanyard*1, Document bag (packing list, quick start
guide)*1, Outer packaging box*1
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